
▪ Crawl Space Encapsulation  Approved
▪ Advanced Water Management
▪ Heavy Duty Polypropylene 
▪ Heat Treated  Filter Fabric
▪ High Quality Performance
▪ No Drain Rock Required
▪ Ideal for All Soil Types
▪ Easy Installation

®

SPECIFICATIONS
 

GRAB TENSILE STRENGTH (ASTM D-4632)
APPARENT OPENING SIZE (ASTM D-4751)

FLOW RATE (ASTM D-4491)

PUNCTURE STRENGTH (ASTM D-6241)
PERMITTIVITY (ASTM D-4491)
GRAB TENSILE ELONGATION (ASTM D-4632)
UV RESISTANCE (ASTM D-4355)

80 lb   356 N

70 U.S. Sieve    0.212 mm

2.2 sec  ¹

50%
70% (@ 500 hrs)

The information contained herein is believed by InstaDry® Dewatering Solutions to be accurate and is offered solely for the customer’s considerating, investigation and verification. 
Determination of suitability for use is the responsibility of the user. InstaDry® Dewatering Solutions, limited warranty and disclaimer along with standard terms and conditions apply.
See InstaDry.com for more information.

LIMITATIONS: InstaDry® Drainage System IDS® is resistant to chemicals in normal soil environments. However, some reagents may affect the performance of IDS® and its accesssories 
including the connectors and fittings. A InstaDry® Dewatering Solutions representative should be contacted for furthur information to determine the suitability of use of the IDS® in unusual 
soil envionrments. IDS® should be limited to its exposure to ultraviolet sunlight. IDS® should be backfilled or covered within seven days of installation.

DISCLAIMER: All information, drawings and specifications are based on the latest published information at the time of printing. InstaDry® reserves the right to make changes due to 
manufacturing improvements and engineering at any time. All physical properties are minimum average roll values (MARV). Standard variations of 10% in mechanical properties and 15% in 
hydraulic properties are normal.

MATERIAL NON-WOVEN PP  
| 

 

COMPRESSION (ASTM D-1621)
FLOW RATE (HYDRAULIC GRADIENT = 1) (ASTM D-4716)

9,000 psf   455 kNm² 
THICKNESS (ASTM D-1777) 1 inch   2.54 cm  

| 

| 

160 gal/min/ft²    6519 I/min/m²| 

210 lb   934 N| 

¯ 

| 

30 gal/min/ft    372 I/min/m| 

AVAILABLE IN 
50 foot rolls (CSRIDS50)  150 foot rolls (CSRIDS150)  


