InstaDrySumpKit™ Split Basin
Installation Instructions




InstaDrySumpKit™ Split Basin Installation Instructions

‘ INCLUDES « Basin « Lid « PVC Pipe « Check Valve « Lag Bolts (4) « Gaskets (2) « Plugs (2) « Lid Gasket Tape

Dig a hole in the ground 14”
deep and 24” wide.
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UNTIL IN CRAWL SPACE

Assemble the side and bottom
of the basin.

e DO NOT ASSEMBLE PIECES

Side clips
snap together
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InstaDrySumpKit™ Split Basin Installation Instructions

While basin is in the hole, Remove lid and install the
rest lid on top of basin and vapor barrier over the basin.
back fill hole with 4” of clean Be careful moving around

pea stone for filtration. the basin while the barrier
is draped over the opening.

Cut the vapor barrier

Fold the barrier down around
the flange of the basin. in a circle.

Barrier should hang Circle should be 3” smaller
2” over the basin. than the mouth of the basin.




InstaDrySumpKit™ Split Basin Installation Instructions

Install sump pump,
attaching pvc pipe.
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Sandwich the vapor
barrier between the

lid and basin

Install the 4 included
0 lag screws to secure

the lid. Be careful

not to overtighten.
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InstaDrySumpKit™ Split Basin Installation Instructions

Cord Plug Seal

Optional Plug
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Install included lid seals & plugs.
A) Pipe Seal

B)
C) Mitigation Fan Pipe Seal
D)

D
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Attach check valve to pvc pipe.

ARROWS ON VALVE
SHOULD POINT UPWARD

Install mitigation fan
seal and pvc pipe if
soil gas mitigation

IS necessary.

For soil gas mitigation, install
gasket tape to the inside ridge
of the lid to maintain seal.




